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Barrucuda® 93-191 FAIRING MOUNT WIND DEFLECTORS  
  

Qty               Description  

  
 4   Phillips Head Screw, plated  

 4    Hex Acorn Nut, plated  

 4    #10 x .020” Nylon Washer  

 4      Rubber Washer  

 4     #8 Flat Washer, plated  

 4        #8 Caplug Cap  

 4    #8 Caplug Washer, plated  

 8                            10 ~ 32 X ½” Phillips Head Screw, plated  

 4                            10 ~ 32 x 3/8” Phillips Head Screw, plated  

 8    10 ~ 32 Keps Nut, plated  

 8                            ¼ x ½ x .031” Phenolic Washer  

 4                            ¼~20 x 2 ¾” Socket Head Cap Screw, plated  

 2                            Wind Wing Mount Bracket, chrome  

 2                            Wind Wing Arm Weldment, chrome  

 16    ¼ x .030” Flat washer, plated  

 4    Wind Wing Pivot Bracket, plated  

 1          Hex Key  

 4                             ¼ `20 Hex Half Nylock nut, plated  

 4     4 Split Lock washer, plated  

 4    5 x 15 Fender Washer, black  

  

1. Place your motorcycle on its center stand. Locate the color matched edge trim that runs from the mirror 

to the lower’s top edge. Along the outer edge of the fairing, measure one inch up from the bottom edge 

of the trim and then drill an 11/64” hole all the way through the fairing lip. See Figure 1. Repeat this 

step for both sides of the fairing and then de both sides of these 

two holes. NOTE: Before drilling, make sure that the edge trim 

is fully seated on the fairing lip. As a precaution, press gently 

against the edge trim as you drill. 

  

2. Install the Wind Wing mount brackets as shown in Figure 

2. Properly mounted, the four-hole plate should face directly 

rearward. Fasten these brackets loosely with the 8~32x1” 

screws, washers and acorn nuts provided. Leave the black 

snap caps off 

for now.  

  

3. Center 

the top of the 

bracket on the 

edge trim and drill a second 11/64” hole, using the 

mount hole in the bracket as a drilling guide. Fasten 

the top of the brackets with the same hardware as 

used on the bottom, and then tighten all fasteners 

securely. Press the black snap-cap covers into place 

on their washers. NOTE: This hardware may be 

installed as shown, with the acorn nuts facing inward, 

or reversed with the acorn nuts facing outward. Your 

choice.  
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4. Fasten a pivot bracket to the two top holes on the mount 

bracket, using the 10~32 x ½” screws and kep nuts provided. 

Tighten these screws securely next. Install the arm 

weldment to the  

pivot bracket as shown in Figure 3, using the ¼~20 allen 

bolts, flat washers, phenolic washers and locknut. Make sure 

you install the washers as shown and tighten just until snug 

for now.  

 

5. Mount the remaining two pivot brackets on the concave side 

of the wind wings using 10~32 x ½” screws (for bronze 

wings) or 10~32 x 3/8” screws (for chrome wings), nylon 

washers, rubber washers and kep nuts provided.  Tighten 

these screws securely. Now mount the wings to the arm 

weldments using the same hardware and stacking order as 

in Figure 4. Tight these fasteners until snug.  

6. The installation process is now 

complete. A quick test ride will tell you 

how tight to fasten the four allen bolts. 

They should be free enough to be 

positioned with one hand but tight 

enough to hold in the position while 

traveling at freeway speeds. The extra 

holes in the mounting plates allow you 

to fine tune the wind stream to suit your 

riding style.  

  

7. NOTE: WINTER RIDING TIP: If you 

install the pivots in the lowest holes in 

the mount brackets and reverse the 

wings, left for right and visa versa, you 

can funnel engine heat from the lower 

vents up into the rider’s air pocket.  
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